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GETTING STARTED

2.1

Installing the Computer One Disk System
IMPORTANT: Ensure that your OPD is SWITCHED OFF before you begin.

Insert the Computer One Disk Interface in the rear, right-hand Rompack Slot
with the disk drive connection slot facing the right.

The interface casing has been designed to fit securely in the Rompack slot. It can
however, only be inserted one way around and should not be forced as this may
damage both it and the Rompack.

Ensuring that the disk drive unit is switched off, plug the ribbon cable at the rear
of your disk drive into the connection slot on the side of the disk interface. To do
this, you should match the notches in the middle of both the siot and the cable
connector, then push the connector into the slot. The two 'locking clips' on the
connection slot will "click" to hold the cable firmly in place.

The disk drive should now be switched on, both at the mains and the power
switch at the rear of the unit. Switch on your OPD as normal.

The OPD will power up as normal. After a few seconds, the screen will either

show the Top Level Menu, or ask you to "Press START for Top Level
Menu".

If this does not happen, or if the screen shows garbled lines of text, then you
should switch off and check that the Interface is correctly fitted as described
above. If this fails to remedy the problem, then the Interface may be faulty and
should be returned to Computer One directly.

You should ensure that your disk has been removed from the drive when
switching on or off your OPD computer. Failure to do this may result in loss of
data or corruption of your disk.




