WinCupl:  Version Updates

Version LDI_050137

Version Information:

· WinCupl 5.1.37

· WinSim 5.1.26

· SmCupl 1.2.11

· Schematic 1.2.10

What’s New:

· WinCupl:  added support for 27C64, 27C128, & 27C256 Eproms

· WinCupl:  added support for Atmel F1502 devices

· WinCupl:  fixed international run-time bug

· WinCupl:  fixed print problem

Known Problems:

· Xilinix Xemake6.exe fitter does not function under WinNT 4.0

· Cannot simulate Prom designs

· WinSim – Delete signal can cause a run time error under certain conditions

· WinSim – Waveform size controls can cause a run time error under certain conditions

· QuickLogic fitter for P8x12 doesn’t work

· Intel Flexfit fitter for 780 doesn’t work

· MAPL fitter doesn’t work

· Philips fitter for F2552 doesn’t work

· Altera fitter for 7032 doesn’t work

Version LDI_101099

Version Information:

· WinCupl 5.1.28

· WinSim 5.1.24

· SmCupl 1.2.09

· Schematic 1.2.08

What’s New:

· Library: F1508T100 bugs library fixed 

· WinCup:  fixed window minimization run time error

· Sim:  Fitter simulation problem fixed

· WinSim:  fitter .si.abs bug fixed

· Examples:  updated examples

· WinCupl:  added compile and time limit info to About dialog

· WinSim:  space & tabs cause Order statement to fail – fixed

· WinCupl:  if sim selected and .si doesn’t exist then error - fixed

· WinSim:  3 overflow errors with long vector list – fixed

· WinSim:  Base statement not supported – fixed

· WinSim:  bus signal parse error, 0 member count – fixed

· WinCupl:  unable to launch if WinSim open – fixed

· Help:  added Atmel Help support

· WinSim:  added save prompt for files that were changed

· WinCupl:  added support for Atmel ATF1504

· WinCupl:  fixed Pal Expert program launch bug

· WinCupl:  added unique demo.dl & demo.cat support

· WinSim:  ‘X’ bus input bug – fixed

Known Problems:

· Xilinix Xemake6.exe fitter does not function under WinNT 4.0

· Cannot simulate Prom designs

· WinSim – Delete signal can cause a run time error under certain conditions

· WinSim – Waveform size controls can cause a run time error under certain conditions

· QuickLogic fitter for P8x12 doesn’t work

· Intel Flexfit fitter for 780 doesn’t work

· MAPL fitter doesn’t work

· Philips fitter for F2552 doesn’t work

· Altera fitter for 7032 doesn’t work

Version LDI_063099

Version Information:

· WinCupl 5.1.21

· WinSim 5.1.14

· SmCupl 1.2.07

· Schematic 1.2.

What’s New:

· WinCupl: device.cat file updated

· WinCupl:  individual .cat files for each version

· WinCupl:  fixed Xilinx fitter problems

· WinCupl:  fixed Philips fitter problems

· WinCupl:  fixed registration timer bug (disabled timers)

· Library:  updated Mach devices

· Library:  updated Xilinx XC7000 devices

· Setup:  improved upgrade scheme

· Schematic:  added error trapping

· WinCupl:  fixed ctrl-v double paste bug

· WinCupl / WinSim:  fixed default “Open” pathways

· Schematic:  moved examples and added default “Open” pathway

· SMCupl:  moved examples and added default “Open” pathway

· WinCupl:  About dialog – added license info

· Setup:  added reboot dialog to end of installation

· Examples:  updated examples

Known Problems:

· Xilinix Xemake6.exe fitter does not function under WinNT 4.0

· Cannot simulate Prom designs

· Cannot simulate Fitter designs

· Invalid or missing .pld file header information can cause WinCupl to crash

· WinSim – Delete signal can cause a run time error under certain conditions

· WinSim – Waveform size controls can cause a run time error under certain conditions

Version LDI_050499

Version Information:

· WinCupl 5.1.17

· WinSim 5.1.13

· SmCupl 1.2.06

· Schematic 1.2.06

What’s New:

· WinCupl:  Mach230 “Fitter not found” error – Added Mach231 to library

· WinCupl:  P7C335 “Device not found” error – library fixed

· WinCupl:  font color run-time error (non-black color) – fixed

· Examples:  added Virtual sub-directory and files

· Setup:  ‘Intel.m’ file missing in Fitters sub-directory

· Setup:  replace corrupted ‘Pldasm.ftx’ file

Known Problems:

· Cannot simulate Prom designs

· Invalid or missing .pld file header information can cause WinCupl to crash

· WinSim – Delete signal can cause a run time error under certain conditions

· WinSim – Waveform size controls can cause a run time error under certain conditions

Version LDI_041199

Version Information:

· WinCupl 5.1.14

· WinSim 5.1.11

· SmCupl 1.2.05

· Schematic 1.2.04

What’s New:

· WinSim - Bus problems with sizes not multiples of 4 (datasep.si) - Fixed

· Fixed Fitter compile environment variables

· WinCupl - simulation flag doesn’t always disable - Fixed

· WinSim - Bus problem with ‘X’, ‘*’, & ‘P’ (count13.si) - Fixed

· WinSim - Bus problem with ‘Z’ (count8a.si) – Fixed

· WinSim – independent simulation error (hexdisp.si) – Fixed

· WinSim - .si file corrupted (ioport.si) - Fixed

Known Problems:

· Cannot simulate Prom designs

· Invalid or missing .pld file header information can cause WinCupl to crash

· WinSim – Delete signal can cause a run time error under certain conditions

· WinSim – Waveform size controls can cause a run time error under certain conditions

Version LDI_032499

Version Information:

· WinCupl 5.1.11

· WinSim 5.1.7

· SmCupl 1.2.3

· Schematic 1.2.3

What’s New:

· New Example subdirectories and files

· VHDL installation pathway corrected

· Fitter environment variables corrected

· Fitter PIF installation fixed

· New install start menu directory “WinCupl 5.0”

· WinSim doesn’t always display results of WinCupl compile problem fixed

Known Problems:

· Under certain conditions WinSim can corrupt a .si file

· Cannot simulate Prom designs

· Invalid or missing .pld file header information can cause WinCupl to crash

· WinSim – Delete signal can cause a run time error under certain conditions

· WinSim – Waveform size controls can cause a run time error under certain conditions

Version LDI_030899

Version Information:

· WinCupl 5.1.5

· WinSim 5.1.3

· SmCupl 1.2.2

· Schematic 1.2.2

What’s New:

· Improved Master Setup to fix install problems

Known Problems:

· WinSim – Delete signal can cause a run time error under certain conditions

· WinWim – Waveform size controls can cause a run time error under certain conditions

Version LDI_021099

Version Information:

· WinCupl 5.1.2

· WinSim 5.1.2

· SmCupl 1.2.1

· Schematic 1.2.1

What’s New:

· Added WinSim Examples

· Winsim Open defaults to examples

· WinSim waveform now defaults to thin lines

· WinCupl loader - registration cleanup for sloppy loading

· WinCupl added registration item to Help menu

· Uninstall.exe added to Start menu

Known Problems:

· WinSim – Delete signal can cause a run time error under certain conditions

· WinWim – Waveform size controls can cause a run time error under certain conditions

Version LDI_012299

Version Information:

· WinCupl 5.1.1

· WinSim 5.1.1

· SmCupl 1.2.1

· Schematic 1.2.1

What’s New:

· Added Fitters.hlp to WinCupl

· WinSim, SmCupl, and Schematic fixed registration cancel bug

· WinCupl tile-out & /NoSplash fixed

· All 4 modules now only allow a single instance of an application to be running

· WinCupl – Individual too buttons only launch files that exist

· WinCupl tile-out of minimized or maximized apps bug fixed

· WinCupl application terminating bug fixed

Known Problems:

None at this time

· Version LDI_011699

Version Information:

· WinCupl 5.0.16

· WinSim 5.0.34

· SmCupl 1.1.16

· Schematic 1.1.13

What’s New:

· Disabled autorun

· Schematic & SmCupl registration request corrected

· WinCupl DDE time-out bug fixed

· Setup “comcat.dll failed to register” problem fixed

· Demo time-out key replaced with registration serial number

· SmCupl & Schematic “Printer not found” problem fixed

· WinCupl correctly builds fitr.pif file

· WinCupl tiling out of other modules when they don’t exist error fixed

· WinCupl now appends test vectors to the end of .jed file

· WinCupl added Atmel 2500 DIL support

· WinCupl “Fitter not found” problems corrected

Known Problems:

· None at this time

Version LD_I010299

What’s New:

· Rebuilt all Setup executables to ensure that they are current versions

· Modified Setup script to always update (overwrite) example and sample files – fixes problem of corrupted .si files

· Tested CD on “clean” Win98 & NT5.0 Beta 2 platforms

· Win98 Setup – WinCupl installed and operated fine

· Win98 Setup – Programmers installed fine

· NT5.0 Beta 2 Setup – WinCupl installed and operated fine

· NT5.0 Beta 2 Setup – Programmers failed to install;  “Undefined Dynalink Error”

Known Problems

· NT Setup – Programmers fail to install

· WinSim – some examples have incomplete headers that cause simulation errors

Version LDI_122698

What’s New or What’s Been Corrected:

· Tested setup of all 4 modules - fixed problems with Device.cat, Cupl.dl, and Demo mode registration

· Cleaned up About Dialog’s

· Changed all phone numbers to (303)308-9600

· Changed all email references to www.logicaldevices.com references

· Minor fixes to Master Setup script

· Built a “Clean” windows system (3 times) and verified that WinCupl and sampling of Programmers installed correctly

· Fixed numerous WinSim problems relating to .si file corruption,including Active lo signal designators, Bus signal order, Bus vector order.

· Fixed Registry initialization bug

· Added ‘Last Pathway’ accessed variable with a default to the Examples subdirectory in WinCupl and WinSim

· Fixed problem with WinCupl attempting to simulate a design after compiling a .pld file when the .si does not exist – disabled automatic simulation when the .si is missing.

· Fixed problem with Programmers not installing under Win98

· Fixed number of compiles in demo mode bug

· Added missing files per Mike Crissy – files that installed with Ver 4.9, but weren’t included with 5.0

